
MAM-ESPQ Series is a standalone compact type electrostatic precipitator. Its compact size 
design is more suitable to application such as small-scale restaurant, or site condition with 
space constraints, while providing efficiency up to 90%. Its working principle is generally the 
same, consisting collector and ionizer. The ionizer charges the fine particles and enter the 
collector section which made up of parallel spaced plates. Each alternating plate is charged 
with the same polarity as the charged particles which will in effect repel the particles on to the 
other set of plates that is grounded. The particles will remain collected at the ground plates until 
they are washed away.

MAM-ESPQ Series
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Particulate Removal (Grease and Smoke)

Model
Input power

Airflow (m3/h)
Efficiency

Resistance* (Pa)
Dimension (L x W x H mm)

Flange mouth dimension (A x B mm)
Rated power (W)

Collector Cell Model
Collector Cell Quantity

Collector Cell Dimension (L x W x H mm)
Power Pack Quantity

Weight (Kg)

MAM-ESP40Q

220V/50Hz

4000

90%

55 

553x863x703

584x463

48

S-12

1

697x256x462

1

52

MAM-ESP60Q

220V/50Hz

6000

90%

55 

833x671x703

392x463

70

S-8

2

505x256x462

1

80

MAM-ESP80Q

220V/50Hz

8000

90%

55 

833x863x703

584x463

96

S-12

2

697x256x462

1

104

MAM-ESP120Q

220V/50Hz

12000

90%

55 

996x1173x703

894x463

140

S-8

4

505x256x462

2

136

MAM-ESP160Q

220V/50Hz

16000

90%

55 

996x863x1273

584x1033

192

S-12

4

697x256x462

2

180

MAM-ESP200Q

220V/50Hz

20000

90%

55 

996x1075x1273

796x1033

280

S-6/S-8

4./.4

409x256x462/505x256x462

4

265

Model
Input power

Airflow (m3/h)
Efficiency

Resistance* (Pa)
Dimension (L x W x H mm)

Flange mouth dimension (A x B mm)
Rated power (W)

Collector Cell Model
Collector Cell Quantity

Collector Cell Dimension (L x W x H mm)
Power Pack Quantity

Weight (Kg)

MAM-ESP240Q

220V/50Hz

24000

90%

55 

996x1173x1273

894x1033

332

S-8

8

505x256x462

4

270

MAM-ESP280Q

220V/50Hz

28000

90%

55 

996x1365x1273

1086x1033

350

S-8/S12

4./.4

505x256x462/697x256x462

4

283

MAM-ESP320Q

220V/50Hz

32000

90%

55 

996x1555x1273

1276x1033

384

S12

8

697x256x462

4

310

MAM-ESP480Q

220V/50Hz

48000

90%

55 

996x1555x1843

1276x1603

576

S12

12

697x256x462

6

350

*Resistance (Pa) indicated above refers to Collector Cell Resistance only.
**Unit by default comes with perforated plate <150 Pa.

Compact Type (Single Flange Design)


